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	TECHNICAL ASSOCIATES LIMITED

	
	
	Annexure - 3

	TECHNICAL SPECIFICATION    

	 
	CUSTOMER'S NAME
	 
	M/s ………….

	Sl. No.
	Description
	Unit
	Particulars

	1
	Name of Manufacturer
	 
	 

	2
	Service
	 
	 

	3
	Reference Standard
	 
	 

	4
	Rating
	KVA
	 

	5
	Rated voltage
	 
	 

	 
	A.HV Winding
	KV
	 

	 
	B.LV Winding
	KV
	 

	6
	Rated Frequency
	Hz
	 

	7
	No of Phases
	 
	 

	8
	Vector Group
	 
	 

	9
	Tapping on HV
	 
	 

	 
	A.Type
	 
	 

	 
	C. Tap Range
	 
	 

	10
	Winding Material
	 
	 

	11
	Insulation Class
	 
	 

	12
	Type of cooling
	 
	 

	13
	Temperature Rises 
	 
	 

	 
	A. Winding Rise
	ºC
	 

	 
	B. Oil Rise
	ºC
	 

	14
	Total Loss at rated voltage on Principal Tappings & Rated Frequency
	KW
	 

	A
	No Load Loss at rated volts & Frequency(Max)
	KW
	 

	B
	Load loss at Rated Current & Frequency at 75ºC (Max)
	KW
	 

	C
	Auxillary Losses
	 
	 

	15
	Impedance at Principal Tap
	%
	 

	 
	A.Reatance
	%
	 

	 
	B.Resistance at 75 Deg C
	%
	 

	16
	Efficiency at 75Deg C 
	 
	At Unity Power Factor
	At 0.8 Power Factor

	 
	A. At 100% Load
	%
	 
	 

	 
	B.At 75%  Load
	%
	 
	 

	 
	C.At 50%  Load
	%
	 
	 

	17
	Regulation at Full Load at 75 Deg. C.
	 
	 

	 
	A. At Unity Power Factor.
	%
	 

	 
	B. At 0.8 Power Factor lagging.
	%
	 

	18
	Terminal Arrangement
	 
	 

	 
	A. HV Side
	 
	 

	 
	B. LV Side
	 
	 

	 


